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Important Information
The information in this manual is intended for certified VMAC installers who
have been trained in installation procedures and for people with mechanical
trade certification who have the tools and equipment to properly and safely
perform the installation. Do not attempt this installation if you do not have the
appropriate mechanical training, knowledge and experience.
Follow all safety precautions for mechanical work. Any grinding, bending or
restructuring operations for correct fit in modified trucks must follow standard
shop practices.

Notice
Manuals are subject to change without notice.

Registered Trademarks
All trademarks mentioned in this manual are the property of their respective
owners. Their use by VMAC is for identification of the manufacturers’
products only and does not imply any affiliation or endorsement by said
companies.
Loctite, Klean N’ Prime, 242 and PST are registered trademarks of Henkel
AG & Company KGaA.
PTFE is a registered trademark of E. I. du Pont de Nemours and Company
or its affiliates.
Nylok is a registered trademark of Nylok Fastener Corporation.

Copyright 2016
All trademarks used in this manual are the property of the respective copyright holder.
The contents of this manual may not be reproduced in any form without the express written
permission of VMAC, 1333 Kipp Road, Nanaimo, BC V9X 1R3.
Printed in Canada
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General Information
Before You Start
Read this manual before attempting installation so that you can familiarize
yourself with the components and how they fit on the vehicle. Identify
variations for different engine models and different situations that are listed in
the manual. Open the package, unpack the components and identify them.

Torque Specifications
All fasteners must be torqued to specifications. Use manufacturers torque
values for OEM fasteners. Apply Loctite 242® or equivalent on all enginemounted fasteners. Torque values are with Loctite applied unless otherwise
specified.
STANDARD GRADE 8 NATIONAL COARSE THREAD
Size
1/4
5/16 3/8
7/16 1/2
9/16
5/8
Foot-pounds (ft-lb)
9
18
35
55
80
110
170
Newton meter (N•m) 12
24
47
74
108
149
230
STANDARD GRADE 8 NATIONAL FINE THREAD
Size
3/8
7/16
1/2
5/8
Foot-pounds (ft-lb)
40
60
90
180
Newton meter (N•m)
54
81
122
244
Size
Foot-pounds (ft-lb)
Newton meter (N•m)

METRIC CLASS 10.9
M8
M10
19
41
25
55

M12
69
93

M14
104
141

3/4
280
379
3/4
320
434
M16
174
236

Hose Information
Different frame designations will affect the tank mounting position. If you
have to move the tank, the lines may be too short. Measure the hose
shortfall and order a Hose Extender Kit. Depending on other installed
equipment, it might be necessary to move the air/oil separator tank from its
intended location. The hoses used in VMAC compressor systems have a
specific inner liner that is compatible with our compressor oil. Use of
hoses other than those supplied or recommended by VMAC may cause
compressor damage and will void your warranty. Please contact VMAC
for replacement hoses and further information.
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Ordering Parts
To order parts, contact your VMAC dealer. Your dealer will ask for the
VMAC serial number, part number, description and quantity. To locate your
nearest dealer, call 1-800-738-8622 or online at www.vmacair.com

Warranty Registration
The VMAC warranty form is located at the back of this manual. This
warranty form must be completed and sent to VMAC at the time of
installation for any subsequent warranty claim to be considered valid.
There are four ways warranty forms can be submitted to VMAC:

Online
http://vmacair.com/support/warranty/

Email
tech@vmacair.com

Fax
(250) 740-3202

Mail
VMAC - Vehicle Mounted Air Compressors
1333 Kipp Road, Nanaimo, BC, Canada V9X 1R3
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Important Safety Notice
The information contained within this manual is based on sound engineering
principles, research, extensive field experience and technical information.
Information is constantly changing with the addition of new models,
assemblies and service techniques. If a discrepancy is noted in this manual,
contact VMAC prior to initiating or proceeding with service. Current
information may clarify the matter. Any person with knowledge of such
discrepancies who performs any work on the system, service and repair
assumes all risks.
Only proven service procedures are recommended. Anyone who departs
from the specific instructions provided in this manual must first assure that
their safety and that of others is not being compromised and that there will
be no adverse effects on the performance or the operational safety of the
equipment.
Follow all safety precautions for mechanical work. Moving fan belts and fan
blades are an extreme hazard. Stay clear of all moving parts when the
system is operating. Only qualified personnel should perform maintenance
and repair on system components and only while the system is properly shut
down.
Proper service and repair are important to the safety of the service
technician and the safe, reliable operation of the equipment. Always use
genuine VMAC replacement parts; do not use any substitutes.
The procedures described in this service manual are effective methods of
service and repair. Some procedures may require the use of tools specially
designed for a specific purpose. Anyone using a replacement part, service
procedure or tool must first determine that neither their safety nor the safe
operation of the equipment will be compromised by the replacement part,
service procedure or tool selected.
This manual contains various warnings, cautions and notices that must be
observed to reduce the risk of personal injury during service or repair and the
possibility that improper service or repair may damage the equipment or
render it unsafe. Be aware that it is impossible to warn of all the possible
hazardous consequences that might result from failure to follow these
instructions.
VMAC will not be held responsible for any liability, injuries, loss or damage to
individuals or to equipment as a result of the failure of any person to properly
adhere to the procedures set out in this manual or standard safety practices.
Safety should be your first consideration in performing service operations. If
you have any questions concerning the procedures set out in this manual or
require any more information on details that are not included in this manual,
please contact VMAC before beginning any work.
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Safety Precautions
Personal Safety
•
•

•

Do not breathe the compressor air. Vaporized oil is a
respiratory hazard.
Do not breathe engine exhaust, gasoline engines
produce carbon monoxide, a poisonous odorless gas
which can cause death. Do not start or operate this
compressor in an enclosed area.
Always use the appropriate personal protective
equipment, particularly eye and hearing protection
when operating air-powered equipment.

Fire and Explosion Hazard
•
•
•
•
•

Vaporized oil propelled by high-pressure air is an
explosive mixture.
Fire in the compressor can cause an explosion and
flame projection. Should this occur, there is potential
for serious injury or death.
Operate compressor in a well ventilated area free of
flammable vapors, dust, or other combustible
materials.
Never place objects against or on top of the
compressor.
Never expose the tank or compressor to extreme heat.

Burst Hazard
•
•
•

•

Serious injury or death may result from an air tank
explosion.
Never exceed manufacturer’s maximum air pressure
rating.
Do not repair components, only replace with approved
parts.
Do not tamper with or disable factory safety
equipment.

Moving Parts Hazard
•
•

Be aware of belts, pulleys, and moving components.
Do not operate the compressor without guards in
place. If the guards are damaged or missing, replace
them before operating the equipment.
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Compressor Air and Oil Hazard
•

•
•
•
•
•

•

The compressor system is under sufficient
pressure that a leak could force the air/oil mixture
through the skin directly into your bloodstream.
This could cause serious injury or death.
Ensure the system is completely depressurized
before attempting maintenance or repair.
Do not use compressor air to clean off clothing or
skin, compressed air can penetrate the skin
causing serious injury or death.
Do not move or service the compressor while it is
pressurized or operating.
Do not move the compressor by pulling on any
hoses.
Components and hoses under pressure could
separate suddenly, fly out and cause serious injury
or death. If equipped, the auxiliary air tank must be
drained before servicing any components in the
compressor system.
Never adjust or attempt to make any repairs to the
system while the engine is running. Components
and hoses under pressure could fail and cause
serious injury or death.

General Warnings
•

•
•
•
•
•
•
•
•
•

Be attentive for unexplained changes in operation
parameters and record any changes.
Check compressor oil level and condition before
starting the system. Do not add or change oil while
the system is running. Use only approved oil.
Keep hoses and wiring aware from sharp edges or
moving components.
Use only approved hoses and replacement parts.
Do not modify the equipment.
Do not operate the air compressor when fatigued
or under the influence of alcohol or drugs.
Know how to operate the compressor, fully read
the manual.
Check equipment before every use.
Never bypass or disable any of the safety
equipment.
Never adjust or attempt to make any repairs to the
compressor system while the engine is running.
Components and hoses under pressure could fail
and cause serious injury or death.
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Burn Hazard
•

•

The engine, exhaust and the compressor system get
very hot during operation, contact with the components
or the oil can cause serious injury. Allow sufficient time
for the system to cool before performing service.
Never allow any part of your body to contact the
engine or compressor components.

Lead Acid Battery Hazard

Working near Lead-acid batteries is dangerous. Batteries
may generate sulphuric acid and explosive gasses during
regular operation. Lead-acid batteries may explode if
exposed to a spark.
• Follow all safety precautions when jump starting or
charging a battery.
• Never attempt to jump-start a frozen battery.
• Never over-charge a battery.
Be aware that it is impossible to warn of all the possible
hazardous consequences that might result from operating or
servicing this system. You must use your own judgement.
Read this information before operating the compressor for the first time.
Follow the information and procedures in this manual for operation,
maintenance and repair. Observe the following items to reduce the chance of
personal injury or equipment damage.
Follow all safety precautions for mechanical work. Moving belts and rotating
components are an extreme hazard. Stay clear of all moving parts when the
system is operating. Only qualified personnel should perform maintenance
and repair on system components and only while the system is properly shut
down.
Proper service and repair are important to the safety of the service
technician and the safe, reliable operation of the equipment. Always use
genuine VMAC replacement parts; do not use any substitutes.
The procedures described in this service manual are effective methods of
service and repair. Some procedures may require the use of tools specially
designed for a specific purpose. Anyone using a replacement part, service
procedure or tool must first determine that neither their safety nor the safe
operation of the equipment will be compromised by the replacement part,
service procedure or tool selected.
VMAC – Vehicle Mounted Air Compressors
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Safety Messages
This manual contains various warnings, cautions and notices that must be
observed to reduce the risk of personal injury during service or repair and the
possibility that improper service or repair may damage the equipment or
render it unsafe.
This symbol is used to call your attention to instructions
concerning your personal safety. Watch for this symbol; it
points out important safety precautions, it means, “Attention,
become alert! Your personal safety is involved”. Read the
message that follows and be alert to the possibility of
personal injury or death. Be alert; your safety is involved.
While it is impossible to warn about every conceivable
hazard, let good common sense be your guide.
This symbol is used to call your attention to instructions on a
specific procedure that if not followed may damage or
reduce the useful life of the compressor.
This symbol is used to call your attention to additional
instructions or special emphasis on a specific procedure.

VMAC – Vehicle Mounted Air Compressors
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□

□
□

Part 1: System Identification,
Warranty and Warnings
The System Identification Number Plate must be attached to the
equipment at the time of installation. This plate provides information that
allows VMAC to assist in customer inquiries and ordering parts (Figure 1).

Figure 1 – System ID plate
Mark and drill two 7/64-inch holes in a suitable location. This location must
be easily visible, such as beside the control box or compressor. Secure
the plate with the supplied self-tapping screws.
Place the belt routing and safety label beside the control box in a visible
location.
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□
□
□
□
□

Part 2: Cooler Installation
Disconnect the battery and cover the terminals to prevent electrical
shorts.
Drain engine coolant, there are two drain locations, one on the
underside of the radiator and a second on the engine block located
below the exhaust manifold. Save the coolant as it will be reused later.
Remove radiator hoses from lower engine radiator spigot to water pump.
These parts will not be reused.
Locate the two holes in the mounting frame near the lower radiator port.
Remove the lower nut from the cooler brace stud (Figure 2.1).

Figure 2.1 – Lower cooler mount
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□
□
□

Mount the cooler by placing it inside of the frame, and sliding the lower
mounting stud outwards through the matching hole in the frame, apply
blue Loctite® and install the M10 flange nut. Do not torque (Figure 2.2).
Apply blue Loctite® and use the two supplied M10 x 30 bolts and two
M10 flange nuts to secure the top cooler mount to the matching holes on
the frame (Figure 2.2).
Torque all three fasteners to specifications.

Figure 2.2 – Mounting the cooler
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□
□
□

Ensure supplied hose clamps go in the correct position. Do
not use an impact tool to tighten hose clamps, use hand tools
only.
Attach supplied cooler hoses to lower engine radiator spigot and water
pump using supplied hose clamps (Figure 2.3).
Use two of the supplied 2200242 hose clamps on the curved hose.
Use two of the supplied 2200043 hose clamps on the straight hose.

2200242
Hose
Clamp

2200043 Hose Clamp

□

Figure 2.3 – Cooler hoses
Refill the radiator with the coolant previously drained. If for any reason
more coolant is required consult your John Deere engine manual for
coolant requirements.
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Part 3: Air/Oil Separator Tank (AOST)
Installation

□
□
□

□

Place the tank on a workbench with the front (oil filter end) of the tank to
your left and remove the oil filter.
Remove the two ¼” pinch bolts from the C-clamps. Expand the clamps
slightly and slide them over the front of the tank (Figure 3.1).
Position the clamps in a suitable location for attachment to piece of
equipment (Figure 3.1).

Figure 3.1 – Installing tank brackets
Rotate the tank so the arrow on the back of the tank will be pointing
upwards when the tank is mounted onto the equipment, then tighten the
pinch bolts on the C-clamps to secure the tank (Figure 3.2).

Figure 3.2 – Installing tank brackets
Tank orientation is critical, if the arrow is not pointing
upwards you may experience oil starvation or carry-over.
VMAC – Vehicle Mounted Air Compressors
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□
□
□

□

□

Install the supplied 3/4” NPT fitting in the back of the tank (Figure 3.3).
Install the minimum pressure check valve in the tank (Figure 3.3).
Install a 3/4” NPT fitting (not supplied) in the minimum pressure check
valve (Figure 3.3).

3/4 NPT Outlet to air tool
Figure 3.3 Minimum pressure check valve installation
Install the supplied 1/2” 90° elbow to the oil return fitting on the tank
(below the sight glass) (Figure 3.4).

Figure 3.4 – Oil return elbow
Install the tank onto the equipment (mounting fasteners not supplied)
through the C-clamps into mounting points on the equipment. To
prevent hydraulic lock the tank must be mounted below the level
of the compressor discharge.

VMAC – Vehicle Mounted Air Compressors
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□

Part 4: Installing the Main Bracket
Add a notch to the top left corner of the engine mount to allow for
clearance with compressor(Figures 4.1).
NOTCH

0.65”

1.05”

□

Figure 4.1
Remove the forward bolt from the engine mount on the oil fill side of
the engine, leave the other two bolts in place (Figure 4.2).

VMAC – Vehicle Mounted Air Compressors
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□

□

Figure 4.2 – Engine mount bolt
Remove the idler and tensioner from the VMAC main bracket.

Prior to installing the compressor and bracket, ensure
the OEM wiring harness is not in a position to be
pinched. Reroute or extend the harness as needed to
ensure compressor and bracket install does not interfere
with OEM harness position.
Apply blue Loctite® and install the two provided M16 bolts into the
two front block mounts, torque to specification (Figure 4.3).

Figure 4.3 – Front VMAC bracket mount
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□
□

□

Apply blue Loctite® and re-install the tensioner assembly and the idler
onto the main bracket and torque fasteners to specification.
Apply blue Loctite® and use the two supplied M8 x 20mm bolts to mount
the front of the compressor to the main bracket (Figure 4.4).

Figure 4.4 – Mounting the compressor
Apply blue Loctite© and install compressor to main bracket using the two
supplied M8 Socket head bolts into the locations shown. These bolts
are of varying lengths, ensure they go into the proper location
(Figure 4.5). Torque to specifications.

Figure 4.5 – Mounting the compressor
VMAC – Vehicle Mounted Air Compressors
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□

Apply blue Loctite® and install the bottom M12 x 70 bolt through the
discharge cap and torque to specification (Figure 4.6).

Bottom
Bolt

□

Figure 4.6 – Mounting the compressor
Use supplied fastener brace (1200840) with welded nut behind the
angle plate and install the the top M12 x 70 bolt through the
discharge cap into the brace as shown in Figure 4.7.

Top Bolt

Fastener
Brace
Figure 4.7
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□

□

Apply blue Loctite® and Install the crank pulley onto the OEM
harmonic balancer using the four supplied M10 x 25 bolts
(Figure 4.8).

Figure 4.8 – Installing the crank pulley
Install the supplied ‘T’ fitting and cap on the compressor discharge fitting
(Figure 4.9).

Figure 4.9
VMAC – Vehicle Mounted Air Compressors
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□

□

Attach the straight end of 3/4” hose to the ‘T’ fitting on compressor
(Figure 4.10).

Figure 4.10 – Installing the discharge hose
Attach the 90o end of the 3/4" hose to the matching fitting on the Air Oil
Separating tank (on the end with the oil sight glass and oil filter). Tighten
fittings on both ends of the hose (Figure 4.11).

Figure 4.11 – Attaching the discharge hose to the tank
VMAC – Vehicle Mounted Air Compressors
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□
□
□

Cover the 1/4" and 3/16” PTFE® lines with loom and attach them to
matching fittings on discharge end of the air oil separating tank and the
inlet valve on the compressor. Ensure that the lines are not kinked and not
in a position to rub through on any sharp edges.
Attach 90o end of the longer 1/2” hose to the bottom fitting on the cooler
and route the straight end to the 90 degree fitting on the Air Oil Separating
Tank. Tighten fittings on both ends of the hose (Figure 4.12).
Attach 90o end of the shorter 1/2” hose to the top fitting on the cooler and
route the straight end to the matching fitting on the compressor. Tighten
fittings on both ends of the hose (Figure 4.12).

Longer hose to Air
Oil Separator Tank

Shorter hose to
Compressor

Figure 4.12 – Cooler oil hoses

The orientation of the hose fittings shown in Figure 4.11 is
for example only. Fitting orientation will depend on the
routing of the oil hoses.
All hoses, tubes, and wires that are rerouted or shifted during
installation must be secure so that they do not contact
excessively hot areas or sharp edges. Where possible, use
rubber coated P-clips. Follow the routing suggestions in this
manual and cover all hoses with the plastic loom or
equivalent protection.
VMAC – Vehicle Mounted Air Compressors
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Part 5: Adding Oil
•
•

□

□

Use only VMAC approved compressor oil in this system.
Failure to use approved oil may result in damage to the
compressor and will void warranty.
Do not overfill the system. Overfilling the system with oil
can flood the sight glass window and make the system
appear empty.

Remove the fill plug and pour the supplied compressor oil into the
compressor, turn the center of the compressor clutch clockwise to speed
oil flow into the tank (Figure 5.1).

Figure 5.1 – Oil fill cap
Allow 5 minutes for the oil to drain into the tank, and then check the level
at the sight glass located at the front of the tank. Continue adding oil until
the level is correct (Figure 5.2).

Figure 5.2 – Compressor oil sight glass
VMAC – Vehicle Mounted Air Compressors
Toll Free: 1-888-241-2289
Fax: 1-250-740-3201

23

□

□
□

Part 6: Installing the Compressor
Intake
Install the 2.5” flexible tubing on the compressor intake valve with the
supplied hose clamp (Figure 6.1).

Figure 6.1 – Installing the compressor intake
Use the supplied 2.5” Connector tube (part number 1720690) and 2.5”
rubber elbow (part number 1700625) and install heavy duty air filter in a
location of customer’s choosing (Figure 6.2).
Tighten hose clamps on air end and air filter.

Figure 6.2 – Installing the compressor intake
VMAC – Vehicle Mounted Air Compressors
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3550927 Extension Harness

Part 7: Control System

Figure 7.1 – Electrical Schematic
VMAC – Vehicle Mounted Air Compressors
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7.1 Control Box and Wiring
The control box is not weather proof and must be protected
from the elements.

□
□
□
□
□
□

Mount the control box in a visible, easy to access location.
Connect the supplied extension harness to the matching connector on
the control box, and to the matching connector on the compressor
temperature probe (Figure 7.1).
Connect the interface cable to the control box (Figure 7.1).
Connect the Green wire from the interface harness to battery negative
(Figure 7.1).
Connect the Red wire from the interface harness to a +12V switched
source capable of supporting 10 amps (Figure 7.1).
Connect the battery.

7.2 Confirmation Test

□ Turn the engine ignition key “ON” but do not start the engine.
□ Check the control box to see if there is a number showing in the
display. If not, there is no power to the control box, or a possible
grounding issue.

□ Press
the “ON” button on the control box. The green light should come
on and you should hear the compressor clutch engage with an audible
click. Press the “OFF” button. The green light should go off and the
compressor clutch will disengage.

If the system fails the test, check the wiring to make sure that all the
connections are correct and secure. If you require additional
assistance, contact VMAC. Call 1-888-241-2289 or 250-740-3200.
The engine must be running to complete the final step in the
safety test. This will be done after the pre-start checks have
been completed.
VMAC – Vehicle Mounted Air Compressors
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Part 8: Finishing the Installation
Always engage air compressor at low RPM

8.1 Before Starting the Engine Checklist

□
□
□
□

Check the compressor oil level.
Do a final inspection to make sure that everything has been completed
and tightened.
Perform a final belt alignment check.
Check all wiring to make sure it is secure and protected.

8.2 After Starting Engine Checklist

□
□

Install a test tool with a 3/16” orifice (Figure 8.1) on the air oil separating
tank.
Ensure the ball valve on the test tool is closed.

Figure 8.1 – VMAC A700052 test tool
Hose reels, etc. should be temporarily disconnected and the
test tool connected directly to the outlet of the air oil
separating tank. Long and/or undersized air lines will result
in loss of performance.
VMAC – Vehicle Mounted Air Compressors
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□
□
□
□
□
□
□

Run the engine until it is at operating temperature.
Push the control box “ON” button. Adjust engine speed up to 2550 RPM.
Observe the pressure gauge. Pressure should be approximately 150 psi
(factory setting).
Operate the system with an air tool or with the test tool for at least 15min.
Watch the engine operation to make sure that belts rotate properly and
nothing is rubbing or contacting hot parts.
Check all components once the engine is turned off and the system has
cooled.
Check the compressor oil level after the engine has been shut down and
the oil level has had time to stabilize.
When the compressor is shut down the system air pressure
should vent out of the blow-down muffler, located on the rear
of the air oil separating tank. Air pressure stored after the
minimum pressure check valve will not be vented (Figure 8.2).

Figure 8.2 – Blowdown muffler
VMAC – Vehicle Mounted Air Compressors
Toll Free: 1-888-241-2289
Fax: 1-250-740-3201

28

Part 9: Operating Instructions
•
•
•

•

The equipment must not be operated on grades
exceeding 15 º in slope as this may affect lubrication
and air/oil separation.
Please note that the digital control box will not allow
system restart for 30 seconds.
Check the blow down valve for correct operation. If the
blow down valve has failed, 30 seconds will not be
adequate time to vent system pressure.
Starting the compressor immediately after shutdown or
at high engine RPM may cause the belt to slip and the
clutch to burn out.

1.

Start and run the engine long enough for the engine to stabilize at base
idle and reach normal operating temperature.

2.

Close all compressor air system outlets.

3.

Activate the compressor using the ON button on the control box (Figure
9.1).

4.

Once you have finished using the air, close the air outlets and allow the
system air pressure to stabilize, then turn the system off using the OFF
button on the control box (Figure 9.1).

Figure 9.1 - Digital control box
Not following the correct start and stop procedure can cause
oil to come out of the compressor intake, or can damage the
compressor clutch and drive belt.
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Accessory Products from VMAC
The following accessory products for your VR compressor system are
available from VMAC. For more information or to order these products, call
toll free 1-888-241-2289 or local 250-740-3200.
Eliminator Aftercooler
Part Number A800070

Removes up to 80% of moisture from compressed
air. Quick installation, automatic drain and compact
design

Filter Regulator Lubricator
Part Number A700151

Removes lubricants, water and dirt from the air
stream. Adds atomized tool oil to lubricate tools.
Reduces pressure for longer tool life.

Hose Reel

Part Number A700007
Secure, compact, retractable hose storage in a
sturdy reel.

Air Receiver Tank

Part Number A300010
Thirty-five gallon capacity in a compact tank,
complete with fittings and a gauge.

De-icer Kit

Part Number A700031
DE-ICING
HEATER

Insulated rope heater prevents freezing of lines and
regulator.

Service Kits
VR70
VR70

500 hour Part Number A700194
1000 hour Part Number A700195

Using OEM service products will extend the life of
your system. Includes oil, filters, seals and O-rings.
500 hour and 1000 hour service interval kits are
available
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VMAC Product Warranty Registration
This form must be fully completed and returned to VMAC at the
time of installation. Warranty will be void if this form is not
received by VMAC within 30 days of installation.

VMAC Dealer Information
Company Name: ______________________________________
City: _____________________

State/Prov:______________

Installer Information
Company Name: ______________________________________
City: _____________________

State/Prov:______________

Installation Date: _____/_____/_____
Day

Month

Year

Owner Information
Company Name: ______________________________________
Address: ____________________________________________
City: _____________________

State/Prov:______________

Zip/Postal: ________________

Phone #: (____)____-_____

Email: ______________________________________________

Unit Information
Year: ____________________

Make: _________________

Unit Serial Number: ___________________________

Product Information
System Identification Number: S _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _
Compressor Serial Number: P_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _
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